
Move into the digital age!
The Snap 40 alcohol meter replaces all glass hydrometers in 
your microdistillery. It is quicker, easier to use and covers the 
whole relevant measuring range from 0 % v/v to 100 % v/v. 
Invest now in robust, cutting edge technology and give your 
distilled spirits the high-quality measurement they deserve.

Great technology for  
small distilleries
Measure your distilled spirits with the same technology  
used by the big industry players

Large-scale distilleries and governmental organizations have been using digital alcohol 
meters based on density measurement using the oscillating U-tube technology for 
decades. Anton Paar has been their trusted partner since the beginning, providing 
the most accurate instrument available on the market. With the Snap 40 digital 
alcohol meter, tailored to the needs of small distilleries, Anton Paar now makes great 
technology available at the right price for smaller budgets.

Specifications

Measuring range Alcohol: 0 % v/v to 100 % v/v | Temperature: 5 °C to 30 °C  
(41 °F to 86 °F) (automatic temperature correction)

Accuracy Alcohol: 0.2 % v/v | Temperature: 0.2 °C (0.4 °F)

Repeatability Alcohol: 0.1 % v/v | Temperature: 0.1 °C (0.2 °F)

Ambient temperature 0 °C to 35 °C (32 °F to 95 °F)

Measuring principle Oscillating U-tube technology

Supported measuring units Alcohol concentration in % v/v @ 20 °C, °Proof

Power supply Two alkaline mignon batteries, 1.5 V LR06 AA

Sample volume 2 mL

Dimensions 140 mm x 138 mm x 27 mm (5.5 in x 5.4 in x 1.0 in)

Weight 345 g (12.2 ounces)

Protection class IP54

Optional available accessories Hand strap, rubber protection housing, transportation  suitcase
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Great technology…

… for the quality your distilled spirits deserve.

… for more clarity
 
Snap 40 measures the alcohol content 
of distilled spirits with no added sugar at 
an accuracy of 0.2 % v/v and gives you a 
clear snapshot of the amount of alcohol 
currently present. There is no chance 
of making an error when reading the 
numbers on the large bright screen.  

… for quicker results 
 
Say goodbye to your temperature 
correction tables and get immediate 
results. You save time with Snap 40: After 
pressing down the lever of the pump, the 
tube is immersed directly into the storage 
vessel to suck up 2 mL of sample. Wait a 
few seconds and you have your result on 
the screen. The temperature is measured 
at the same time and the alcohol result 
given is already corrected to 20 °C (% v/v) 
or 60 °F (°Proof).

… for easy operation 
 
Snap 40 is portable and will accompany 
you through the distillery during all stages 
of spirits production. The measuring 
procedure is simple and the user interface 
is so intuitive that you will be familiar with 
the instrument from the start. On top of 
this, Snap 40 is easy to clean, robust and 
ready for a long working life.

… for all strengths 
 
Take Snap 40 to measure all your 
sugar-free distilled spirits at any strength, 
from pure distilled spirits to the watered-
down, ready-to-drink spirits. Snap 40 
has a measuring range from 0 to 100 % 
so you just need one alcohol meter for all 
your measuring work.


