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RapidOxy 100: Oxidation Stability of Edible Oils 
Relevant for: Food Industry 

Oxidation stability gives information about the shelf life of materials exposed to autoxidation, 
e.g. edible oils. Traditionally, oxidation stability for such samples is tested according to 
EN 14112. To have a faster alternative method, Anton Paar created the RapidOxy 100. 

 

 
 
1 Introduction 

This report describes the determination of the 
oxidation stability of edible oils comparing results 
gained with the RapidOxy 100 at different test 
temperatures with results from the standard 
EN 14112. The aim was to proof the correlation 
between the traditional method and the time-saving 
RapidOxy 100 method. 
 
The rapid small scale oxidation tester, RapidOxy 100, 
is a fast, safe and user-friendly alternative to 
traditional stability test methods. The instrument 
measures the induction period, which can be used as 
an indication of the oxidation and storage stability. 
Compared to other oxidation and storage stability test 
methods, the RapidOxy 100 procedure requires only a 
small sample quantity to give exact test results in a 
short period of time. 
 
The RapidOxy 100 artificially accelerates the oxidation 
process by using increased temperature and oxygen 
pressure. It is a rapid test method to determine 
oxidation stability without preliminary sample 
preparation. 
 
The determination of oxidation stability of vegetable 
oils and animal fats is a typical application for the 

RapidOxy 100. Moreover, they are major components 
of many other food samples which are therefore also 
prone to oxidation and sample degradation. 
 
Oxidation of oils and fats cause a sample to become 
rancid, marked by typical and unpleasant smell and 
taste. The oxidation process can be suppressed by 
adding antioxidants. 
 
One major advantage of the RapidOxy 100 device is 
that it determines oxidation stability of solid oil- and 
fat-containing food samples without any preliminary 
treatment. Unlike the EN 14112 method where 
extraction steps prior to the determination are 
necessary. 
 
1.1 Definitions 

Below, the basic terms of oxidation stability testing are 
explained. 
 
Induction Period: Time elapsed between starting the 
heating procedure of the sample vessel and the break 
point measured in minutes. 
 
Break Point: Pressure in the test apparatus which is 
10 % below the maximum pressure of the current test 
run. 
 
2 Instrument 

To test oxidation stability of the different fragrance 
samples, we used the RapidOxy 100. 
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Figure 1: RapidOxy 100 

 
3 Accessories 

To test the edible oil samples, the following 
accessories were used: 
 
 O-ring set, Viton®, pack of 100 
 Cleaning tissues, 150 sheets  
 Measuring pipettes, 5 mL, pack of 100 
 Pressure line, > 8 bar, G 1/4, 150 cm 

 
4 Sample and Instrument Preparation 

How to prepare sample and instrument for testing 
edible oils in the RapidOxy 100 is explained below. 
 
4.1 Sample Preparation and Filling 

The liquid sample is filled directly into the 
RapidOxy 100 with the help of a measuring pipette. 
 
4.2 Instrument Preparation 

The instrument must be located on a level, vibration-
free surface. 
Make sure that the pressure line is connected to the 
oxygen inlet of the RapidOxy 100. 
Insert a new Viton® O-ring for every new test. 
Fill 5 mL of a sample into the test chamber. 
 
 
 

4.3 Calibration  

The calibration of pressure and temperature is 
possible.  
For detailed information please refer to the instruction 
manual. 
If you want to calibrate the instrument, you should 
check with the verification fluid first. 
 
4.4 Settings 

We used the following instrument settings to perform 
the tests: 
 
Parameter Setting 

Program User-defined program 

Test temperature 140 °C and 120 °C 

Filling pressure 700 kPa 

Pressure drop below pmax 10 % 

Sample amount 5 mL 

Table 1: Settings of the RapidOxy 100 
 

Tip: Keep in mind that – as an empirical formula – the 
induction period will double when the test temperature 
is decreased by 10 °C. 

 
5 Measurement 

 Create a user-defined program. 
 Enter a program name for your user-defined 

program. Change the parameter settings to 
the values shown in Table 1 as described in 
the instruction manual.  

 Check that test chamber and screw cap are 
clean. 

 Open the “Quick Settings”, enter a sample 
name and select your user-defined program. 

 Press <START>.  
 Now the instrument will guide you through the 

starting process. 
 Insert the O-ring. 
 Fill exactly 5 mL of the sample with a 

measuring pipette. 
 Close the test chamber and the safety hood. 
 The test will be started automatically. 
 The result is shown on the display. 
 When the test is finished the instrument will 

guide you through the cleaning process. 
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6 Cleaning 

Wipe test chamber and screw cap with a cleaning 
solvent, e.g. ethanol, and a soft tissue after each test. 
 

 
 

 
7 Results 

We tested 17 edible oil samples at 120 °C and 140 °C in the RapidOxy 100. The test results obtained were 
compared with test results gained according to method EN 14112 at 100 °C and 120 °C.  
 
  RapidOxy 100 EN 14112 

 Sample name 140 °C, 700 kPa 
t[min] 

120 °C, 700 kPa 
t[min] 

100 °C, 20 l/h 
t[h] 

120 °C, 20 l/h 
t[h] 

A1 Raw sunflower oil 24.58 73.83 10.17 2.56 

A2 Neutral sunflower oil 22.48 64.70 8.96 2.37 

A3 Winterized sunflower oil 21.61 65.46 8.84 2.29 

A4 Winterized filtrated sunflower oil 22.71 66.26 10.11 2.90 

A5 Deodorized sunflower oil 25.38 74.68 12.94 3.72 

B1 Raw sunflower oil 25.10 73.00 9.43 2.60 

B2 Neutral sunflower oil 22.91 68.92 8.91 2.49 

B4 Winterized filtrated sunflower oil 22.50 65.93 9.49 2.59 

C1 Raw sunflower oil 24.91 73.48 9.71 2.76 

C4 Winterized sunflower oil 22.60 66.06 9.47 2.70 

C5 Deodorized sunflower oil 25.06 75.23 11.69 3.43 

1 Edible sunflower oil 24.53 70.86 11.60 3.58 

2 Edible sunflower oil 24.45 69.20 10.44 3.18 

3 Edible sunflower oil 25.93 74.81 12.16 3.70 

4 Edible rapeseed oil 34.30 106.60 18.71 5.24 

6 Edible sunflower oil (Co) 22.73 65.68 9.69 2.88 

7 Edible sunflower oil (Co) 21.36 61.28 9.16 2.76 

Table 2: Test results 

 
 

 
Figure 2: Correlation of test results at 120 °C 

 

 
Figure 3: Correlation of test results at 140 °C 
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Figure 4: Correlation of test results at 120 °C 

 
8 Discussion 

A good correlation between EN 14112 and 
RapidOxy 100 has been found for all test 
temperatures. 
As the induction periods gained with the 
RapidOxy 100 are very short at 140 °C, we 
recommend a test temperature of 120 °C to receive a 
better differentiation between the samples. 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
Contact Anton Paar ProveTec GmbH 
Tel: +49 (0)33708 56-300 
Support.provetec@anton-paar.com 
www.anton-paar.com  
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